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Software Release Note
(軟體發佈說明書)
 Product: DSL-G624T ADSL2+ Router
Revision: V3.10B01T02.EU-A.20090209









 Revision: 240 

Engineer by: John
(09,FEB.,2009)
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This document contains confidential proprietary information and is the property of Alpha Networks Inc. The contents of this document may not be disclosed to unauthorized persons without the written consent of Alpha Networks Inc.
Release History:
	#
	Version
	Date
	Description 
	Note

	1.
	V3.10B01T02.EU-A.20070523
	2007/05/23
	
	

	2.
	V3.10B01T02.EU-A.20070611
	2007/06/11
	
	

	3.
	V3.10B01T02.EU-A.20070613
	2007/06/13
	
	

	4.
	V3.10B01T02.EU-A.20070628
	2007/06/28
	
	

	5.
	V3.10B01T02.EU-A.20070924
	2007/09/24
	
	

	6.
	V3.10B01T02.EU-A.20080221
	2008/02/21
	
	

	7.
	V3.10B01T02.EU-A.20080325
	2008/03/25
	
	

	8.
	V3.10B01T02.EU-A.20090209
	2009/02/09
	
	

	
	
	
	
	


Release Image Filename: DLinkEU-A_DSL-G624T_singleimage_kernel_fs_V3.10B01T02.EU-A.200900209
Bootloader Version: ADAM2 0.22.02 for External MAC (Mar 10 2005, 15:11:26)
Firmware Version: V3.10B01T02.EU-A.20090209
Hardware Version: V.A1
Hardware Compatibility: TI 7300A + 1130AZ
Software Compatibility:  NSP361, Adam2 + WLAN 1130 + APDK 6.3 + Web v3.10
ADSL Compatibility: ATM Driver 7.00.01.00 with Datapump 7.00.04.00 AnnexA
General Description: ADSL2+ Wireless Router with 4-port switch
Special ADSL API Settings: N/A
Change List:
	#
	Description
	Status
	Note

	1
	Close port 23 and port 161
	
	2009-2-9


Bugs Fixed History:

	#
	Description
	Status
	Note

	1
	When setting connection type as Static, it doesn't show gateway address on ADSL Setup page.
	Fixed
	

	2
	PPP username/password has to be input with special characters.
	Fixed
	2007/6/28

	3
	wrong spellings and grammars.
	Fixed
	2007/6/28

	4
	After changing admin’s password and doing save and reboot, the lan client cannot ping WAN side.
	Fixed
	2007/9/24

	5
	The “Internet Online” icon behaves incorrect on PPPoE / PPPoA mode.
	Fixed
	2007/9/24

	6
	The new D-Link style.
	
	

	7
	when use BT downloading file  The device will go kernel panic
	Fiexd
	2008/02/21

	8
	Ppp can’t reconnect when ISP has a failure
	
	2008/3/25

	
	
	
	


Known Issues:

	#
	Description
	Status
	Note

	1
	
	
	

	2
	
	
	


Factory Default Value:

LAN interface IP: 192.168.1.1

WAN interfaces: 

1. PVC0: PPPoE LLC   VPI/VCI= 8/35 
System: 

Username/Password: admin/admin

DHCP Server: Enabled

UPnP: Disabled

DNS: Enabled

Wireless LAN:

SSID: dlink
VLAN ID:0

Priority:0
Channel: 6

Security: None
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